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ACTIVATION STEP 1 - For wet membrane assembly: Iodide/chloride to nitrate form ex situ

AEMION® ANION EXCHANGE MEMBRANES:
PRE-TREATMENT & ACTIVATION INSTRUCTIONS

GENERAL
Ionomr Anion Exchange Membranes are significantly tougher than their counterparts in industry, leading to thinner membranes, 
longer service life and reduced overall system costs. They have low ionic resistance, high electrical resistance, and strong chemical 
stability solutions of both high and low pH, including alkaline solutions (KOH preferred) from 0.5 M to 2 M at up to 80 °C. 

HANDLING AND STORAGE
Store, handle and process the membrane in a clean, dust-free environment. Only use new and sharp blades when cutting the 
membrane for best results. Gloves should be worn when handling the membrane. The membrane should be handled with care: do not 
puncture, crease or tear the membrane. All surfaces that come in contact with the membrane during handling, inspection, treatment, 
storage, and installation should be smooth and clean. Membranes must not be left out in ambient lab environments for long periods 
of time (e.g., overnight or more). The acceptable period of time will depend on ambient temperature and RH. Long term storage in 
original humidity barrier packaging or analogous humidity barrier packaging between 21-25 °C and 50-60% RH with minimum 
exposure to heat and light is required. Membranes must be repackaged between uses. Original packaging materials are resealable 
using a heat sealer capable of 240 °C or 464 °F (e.g., Uline Impulse Sealer H-1252). Storage of membranes after operation in an 
electrochemical cell is best done in the wet form in sealed containers using aqueous electrolytes (e.g., NaNO3, KCl, etc.). 

PRE-TREATMENT
Membranes are delivered in the dry, chloride/iodide form. The membrane needs to be exchanged into the ionic form it will operate 
in while assembled into the cell. 

For optimal results in water electrolysis:

Protocol Electrolyte Min time
(hours)

Standard (room temp.) 3 M NaNO3 0.5

Temp
(°C)

RT

Volume ratio
(mLelectrolyte/cm2

AEM) Recirculation?

No ≥2

ACTIVATION STEP 2 - Nitrate to Hydroxide Form

Protocol Electrolyte Min time
(hours)

Standard (room temp.) 1 M KOH

Temp
(°C)

RT

Volume ratio
(mLelectrolyte/cm2

AEM)

2.2

Stirring?

No ≥4

ACTIVATION STEP 1 - For dry membrane assembly: Iodide/chloride to nitrate form in situ

Protocol Electrolyte Min time
(hours)

Standard (room temp.) 1 M NaNO3 30

Temp
(°C)

RT

Volume ratio
(mLelectrolyte/cm2

AEM) Recirculation?

Yes, 100 mL/min ≥6

- A 2-step exchange is necessary to ensure the complete removal of iodide and chloride ions. The first step corresponds to
an exchange to the nitrate form and the second step the exchange to the hydroxide form membrane.

- Single step exchange in nitrate has shown to be effective as outlined below.
- Remove membranes from the backer prior to exchange.
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- For AEM fuel cell applications, soaking for at least 24 hours and up to 36-48 hours is recommended.
- Exchange into KOH first may be beneficial for other ion-exchanges such as into the sulfate form.
- It is preferable that the membrane then be mounted wet, as differential stresses due to dimensional changes may occur.

ACS grade KOH or equivalent treatment is necessary (< 2% carbonates, our typical assay is 0.5% carbonates).  Atmospheric exposure 
of  the KOH electrolyte solution results  in  gradual  increases to solution carbonation and must be minimized. It  is  also necessary to 
ensure: a) low phosphates; b) low silicates; and c) low contents of other ions that can form multivalent anions in operational conditions.
Operation  for  24-72  hours  may  be  necessary  to  achieve  conditioned  performance.  If  there  are  any  concerns  about  storage,
chemical stability, or pretreatment, please contact us for further information.
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REMOVAL OF THE MEMBRANES
FROM THE BACKING LAYER:

1. With clean gloved hands, hold the membrane on
its backing layer.

2. Using a thumb or a finger, rub against the corner edge
of the membrane to produce separation from the backing
layer.

3. Once corner separation from the backing layer
is achieved, carefully and gently, begin to pull the
membrane from the backing layer whilst holding the
backer down on a clean dry surface.

4. As the backing layer is released, support the membrane
as it is removed from the backing layer, until all of the
membrane has been removed.

1. With clean gloves, wet a portion of the
membrane/backing layer edge with de-ionized water; this
should aid in separation of the membrane from the backing
layer. Repeat the steps in the primary method

2. If the membrane does not separate upon initial
wetting, spritz a small amount of water area close to the
edge of the membrane and repeat the primary method.

Secondary methodPrimary method

FOR COATING AEMION® MEMBRANES AFTER 
REMOVING FROM THE BACKING LAYER

Ensure that the membrane remains flat. 

A powder coating masking tape (e.g. 3M™ Polyester Tape 
8992, https://www.3mcanada.ca/3M/en_CA/p/d/b40070623/) 
to overlap the edges of the membrane prior to coating 
procedures to stabilize the membrane in place. This will help 
maintain the membrane positioning, and eliminate stress 
lines that may develop. Use caution when removing tape 
from membrane after the coating process as tears may 
occur. Cutting off taped area is an alternative.

Use caution to remove tape from membrane after the 
coating process.

BACKING FILM

MEMBRANE

ROLL UNWIND ORIENTATION
(BASE FILM FACING OUT)

FOR ASSEMBLY OF THE MEMBRANE INTO ELECTROLYZER
AFTER REMOVING FROM THE BACKING LAYER

The membrane has a rough side (facing out), and a smooth 
side (against backing film). It is recommended to assemble 
the membrane into the water electrolyzer with the smooth 
side facing the anode and the rough side facing the 
cathode. Or as a general rule, the rough side is 
recommended to face the side which will experience higher 
pressure.

Note: this may not be true for all systems and it is
recommended to try the material in both orientations in 
your specific system.
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Revision History:
Revision Date Description of Change

Jul. 29th, 2024 

Jun. 4th, 2025

Sep. 26th, 2025

Oct. 21st, 2025

A

B

C

D

Initial Draft – preliminary recommendations for use of Nitrate in place of Chloride

Removal of “preliminary” recommendation – formal release and replacement 
of APN-AEM-1003

Updated handling & storage instructions, solution concentration modification

Change from KNO3 to NaNO3 - reduced solution volume

APN-AEM-1015 Aemion® Anion Exchange Membranes: Pretreatment and Activation Instructions 
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All  technical  information  and  recommendations  are  based  on  Ionomr’s  research  results  and  application  experience  and  should  be  used  for  reference  only.
Ionomr uses best efforts to provide accurate and reliable information but assumes no legal responsibility for the information or the results of its use. This data 
does not imply any warranty or performance guarantee. Application results may vary due to differences in application environments and conditions. Customers 
should verify its suitability and usability based on their specific application and their inbound goods control procedures. The data within the document belongs 
to Ionomr and is subject to change. It should not be used alone as the basis of design or to establish specification limits in isolation.
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